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20N
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38No. Bergenia 'Silberlict'

50m2 Wildflower turf

35No. Lonicera pileata

45m2 Wildflower Amenity Lawn

18.5m2 Existing rose bed. Shrubs to
be removed and turfed over.

Existing structural shrub
planting to be retained.

Clear or cut back existing
shrubs as necessary

Existing structural shrub planting to
be retained. Clear or cut back
existing shrubs as necessary.

Sensory
Planting

Sensory
Planting

Proposed low
maintenance
shrub planting
and perennials

Existing bulb planting around
mature tree supplemented with

additional woodland planting

9.5m2 Bulb mix 1

4.5m2 Bulb mix 2

1No. Viburnum x bodnantense 'Dawn'

1No. Viburnum opulus

14No. Cornus 'Midwinter Fire'

1No. Amelanchier lamarkii

6No. Sarcococca 'Purple Stem'

9No. Miscanthus 'Kliene Fontaine'

20No. Bergenia 'Siberlict'

16No. Bergenia 'Siberlict'

5No. Helleborus hybrida

5No. Anemone  x hybrida
 'Honerine Jobert'

7No. Sarcococca 'Purple Stem'

24No. Carex morrowii
'Variegata'

7No. Helleborus hybrida

7No. Hebe rakaiensis

3No. Miscanthus 'Kliene Fontaine'

10No. Geranium 'Rozanne'

17No. Pachysandra terminalis

7No. Geranium 'Rozanne'

12No. Euonymus fortunei 'Emerald gaity'

6 Hydrangea 'Annabelle'

5No. Geranium 'Rozanne'

9No. Geranium 'Rozanne'

12No. Hebe rakaensis

16No. Euonymus fortunei 'Emerald gaity'

3No. Choisa 'Aztec Pearl'

1No. Pittosporum tenuifolium 'Irene Patterson'

1No. Pittosporum tenuifolium 'Irene Patterson'

1No. Pittosporum tenuifolium 'Irene Patterson'

5No. Perovskia 'Blue Spire'

8No. Perovskia 'Blue Spire'

6No. Perovskia 'Blue Spire'

5No. Alchemilla mollis

7No. Alchemilla mollis

7No. Erysimum 'Bowles Mauve'

5No. Erysimum 'Bowles Mauve'

5No. Erysimum 'Bowles Mauve'

3No. Choisa 'Aztec Pearl'

11No. Stipa tenuissima

6 Hydrangea 'Annabelle'

6No. Echinops ritro 'Veitch's Blue'

7 Geranium 'Rozanne'

6No. Hebe rakaiensis

3No. Anemone  x hybrida
 'Honerine Jobert'

5No. Alchemilla mollis5No. Miscanthus 'Kliene Fontaine'

5 Geranium 'Rozanne'

NOTES:
Contractor must verify all dimensions, levels  and existing service alignments on
site before commencing any work or shop drawings.

Any discrepancy concerning the drawings/quantities should be referred to the
Landscape Architect immediately.

Only figured dimensions to be taken from this drawing. Do not scale off this
drawing.

All landscape drawings to be read in conjunction with the landscape
specification and all relevant engineer's and architect's drawings/specifications.

This drawing is Copyright and must not be reproduced without consent of
Guarda Landscape.
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A) Setting out

1. Planting shall be set out exactly as shown on the drawing, and measured
from existing fixed points. Curved beds shall be set out using radii scribed on
the ground using two pointed stakes and a line between, or with site marker
paint. The junction between convex and concave curves shall be cut to
form a smooth and even flowing line. Check that all setting out conforms to
the plan before cultivation and planting works are carried out. Failure to do
so may result in rejection of the work by the landscape architect and may
require amendment at the contractor's expense.

B) Ground preparation

1. Pre-planting herbicide application (if required):- Apply by suitable spraying
apparatus, an approved translocated systemic herbicide to the
manufacturer's instructions and to 1997 Control of Pesticides Regulations
and 2003 COSHH regulations on all beds, except those which are weed
free. Spray immediately if any weeds are present. If none are showing, but
there may be a delay before planting, or the area is to be seeded, spray
after one month following cultivation, to allow dormant seed to germinate.
All spraying shall be carried out by skilled and qualified operatives, using
protective clothing, in suitable weather (no wind) and any damage caused
by spray drift, from incorrect usage or spillage, shall be rectified at the
contractor's own cost. Repeat as necessary to ensure complete kill and
rake off all dead material from site.

2. Carry out the following works to the existing topsoil on site to ensure it
conforms to BS 3882:2007, being free from rocks larger than 50mm diameter,
concrete, all roots, wire, brick, and have less than 20% clay. Allow for
pre-application of herbicide as above. Fertilise with 100g per meter square
of Hortibase CRF (16-8-12) slow release fertilizer, in accordance with the
manufacturer's instructions. Fork over thoroughly or machine rotovate soil to
a depth of 300mm, ensuring that the subgrade and topsoil are completely
broken up and free draining, relieving any compaction. Care must be taken
where there are services, or within 10 meters of tree stems or 3 meters of
existing hedges. Do not rip areas where roots greater than 10mm diameter
are encountered.

  Ensure soil of all planting beds is graded to a level of at least 60mm below
adjacent grass or paved surfaces to ensure bark or wood chip mulches are
retained. Where grass is proposed, then the soil level shall be flush
(maximum 10mm below - but never proud) of adjacent paved surfaces, to
receive rain water runoff.

3. Imported topsoil (where specified and sanctioned by the employer) for
making up ground, shall conform to BS 3882: 2007, and be free from rocks
(over 50mm diameter), concrete, roots, wire and brick, and have less than
greater than 20% clay. Such soil shall be cultivated as set out above.
Representative samples shall first be approved by the landscape architect
before being supplied to site. No imported soil shall be supplied to site
without a written instruction.

C) Planting

1. All planting must be carried out in accordance to the specification and
schedule of quantities accompanying these drawings.

2.  No substitutions will be accepted without the prior agreement of the
inspecting landscape architect. The contractor shall replace at once at his
own cost any stock size, species or variety of plant which has not been
specified on the planting plan and schedule, unless prior agreement to a
substitution by the landscape architect has been received. All plants shall
be true to size specified in the schedule of plants and associated notes. All
shrubs, (other than ground cover), shall be 400-600mm height and spread,
or otherwise specified for the pot size by the HTA National Plant
Specification and be bushy, healthy, disease free stock, not pot bound,
leggy or spindly. There should be a minimum of 5 breaks per shrub. This
specification is the minimum standard required and any stock falling below
this standard, in the sole opinion of the inspecting landscape architect,shall
be lifted and replaced at the contractor's expense.

3. All shrubs, herbaceous plants, whips and transplants shall be watered in on
planting with 20 litres per square metre. Trees shall be watered in with 25
litres per tree position. Water thereafter during the contract period at
weekly intervals with 30 litres of water or to ensure successful establishment.

4. Proposed trees to be true to the species, variety and size as specified on the
planting plan, to be double staked with two 1.6m chestnut stakes 600mm
above ground and 1000mm below ground) and one cross brace. Tree
attached with 1no. sackcloth tie with spacing device positioned 25mm
maximum from the brace.

5. The contractor shall only lay turf as specified, otherwise it will be replaced at
once if rejected by the landscape architect at his own cost.

D) Mulch

1. Following planting supply and spread evenly Melcourt
Industries “Ornamental Bark Mulch” to a depth of 75mm, over all planted
areas. Finished mulch levels shall be no higher than 15mm below pavement
or grass levels to avoid any spillage onto pavements or lawns.

E) Wildlife Turf

1. Dig over or rotovate the soil to at least 100mm deep and rake over to
create a reasonably fine tilth. Remove large stones, roots or clods of earth.
The soil should be free draining and not compacted. It is important not to
apply fertilizer to the soil prior to, or after laying the turf.

2. Care should be taken to ensure that all joins are butted up correctly to
prevent the development of weeds growing up from beneath the turf.
Once laid water the turf thoroughly, for the first week, depending on the
weather. If the soil is not soaked before laying it is important to check that
this initial watering soaks through to the soil beneath the turf. During this
watering check by lifting a corner of the turf to ensure that the soil is damp.
Do not allow the turf to dry out during the time it establishes, which is
roughly 2-3 weeks.

3.WFT 26 Cutting Cycle: Regular mowing.
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